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Hydraulic Rotational Drive Cylinder
HDZ 120

Piston-ø 25 32 40 50 63 80 100 125
L at rotational angle 0° 118 124 148 168 170 207 234 300
LX0 at rotational angle 0° 174 182 232 257 292 386 479 603
LZ allowance / 10° rot. angle 3,92 3,92 5,24 6,28 7,96 10,48 13,1 20,96
MD allowance for damper 004 30 30 40 50 50 60 70 80
Port size G G1/4“ G1/4“ G1/4“ G3/8“ G1/2“ G1/2“ G1/2“ G3/4“
A1 68 70 90 125 136 160 200 300
A2 50 55 70 80 90 110 130 180
A4 25 30 35 45 55 65 85 120
A5 16 20 25 35 40 50 70 100
A6 34,5 39,25 56,5 78,75 78,75 89 106,5 174,7
A7 14 16,75 23,5 28,75 34,5 43,5 55 84,7
A8 56 58 72 101 112 130 160 255
A9 6 6 9 12 12 15 20 22,5
A10 32 35 48 56 60 70 100 130
A11 4 4 6 6 8 10 14 22
A12 15 19 24 36 36 42 57 90
D1 (D1 with fine tuning of rot. angle) 39 (48) 48 58 72 90 110 135 170
D2 32 38 48 60 75 92 115 145
D3 7 7 9 9 13 13 18 25
shaft-ø D4 (j6) 12 15 20 30 30 35 50 80
Oil volume per 10° / side [cm3] 0,97 1,58 3,29 6,42 12,41 26,34 51,45 128,6
max. torque at 100bar [Nm] 50 81 169 337 648 1350 2700 6750

Design subject to change Revision D* 16.10.13

Standard
configuration

Configuration „X0“
with fine tuning of
rotation angle on both
sides
(adjustment range ±30°)

Damper valve with
functional mode 004

Damper valve with
functional mode 004


