Hydraulic Pivot Bracket GLB-CA
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When using swivel heads GK, GKI and GKA matching
bushings are availble to fit dimension B8 to the swivel
Al head.
A
Dimensions: Cyl.head bolt| Weight
D8 | B8 | HL| A |A1l| B |B1|{B9 (D6 | D7 |L1|L2]|L6|L13| R S MA G
H9/m6[ A12
Description: [mm] DIN912| [Nm] [ka]
GLB-CA5 10 (32 | 60|42 |33 |17 | 24|11 (66| 34| 8 9 | 22| 10| M5 6,0 0,3
GLB-CA 6 10 (32 | 60|42 |33 |17 | 24|11 (66| 34| 8 9 | 22| 10| M5 6,0 0,3
GLB-CA 8 10 [ 32 | 60|42 |33 |17 | 24|11 (66| 34| 8 9 | 22| 10| M5 6,0 0,3
GLB-CA10 | 10 | 10 | 32|60 | 42 | 33 |17 | 24 |11 | 6,6 | 34 | 8 9 | 22| 10| M5 6,0 0,3
GLB-CA12 | 12 | 12 | 34|70 | 50| 40 | 20| 28| 15| 9 | 38 | 8 11| 22 | 12 | M5 6,0 0,4
GLB-CA15 | 15| 12 | 34 (70| 50|40 | 20| 28 | 15| 9 | 38| 8 111 22| 12 | M5 | 6,0 0,4
GLB-CA16 | 16 | 16 | 40 [ 90 | 65 | 50 | 26 | 36 | 18 | 11 | 46 | 8 12 | 27 | 16 | M6 | 9,5 0,7
GLB-CA17 | 17 | 16 | 40 [ 90 | 65 | 50 | 26 | 36 | 18 | 11 | 46 | 8 12 | 27 | 16 | M6 | 9,5 0,7
GLB-CA20 | 20 | 20 | 45 [ 98 | 75 | 58 | 32 | 45 (18 | 11 | 58 | 10 |13,5( 30 | 20 | M6 9,5 1,1
GLB-CA25 | 25 | 25 | 55 (113|185 | 70 | 40 | 56 | 20 |13,5( 69 | 10 |16,5( 37 | 25 | M6 9,5 2,0
GLB-CA30 | 30 | 32 | 65 [143|110| 8 | 50 | 70 | 26 |17,5( 87 | 13 | 20 | 43 | 32 | M6 9,5 3,5
GLB-CA32 | 32 | 32 | 65 [143|110| 85 | 50 | 70 | 26 |17,5( 87 | 13 | 20 | 43 | 32 | M6 9,5 3,5
GLB-CA40 | 40 | 40 | 76 (1701130108 | 65 | 90 | 33 | 22 110 16 | 22 | 52 | 40 | M8 | 23,0 6,2
GLB-CA50 | 50 | 50 | 95 (220170130 80 |110| 40 | 26 |133|( 19 | 28 [ 65 | 50 | M8 | 23,0 12,1
GLB-CA60 | 60 | 63 |112(270|210|160 (100|140 48 | 33 |164| 20 | 35 | 75 | 63 | M10 | 46,0 19,7
GLB-CA63 | 63 | 63 |112(270|210|160(100|140| 48 | 33 |164| 20 | 35 | 75 | 63 | M10 | 46,0 19,7
GLB-CA70 | 70 | 80 |140(320|250|210(125|170| 57 | 39 [202| 26 | 43 | 95 | 80 | M10 | 46,0 36,0
GLB-CA80 | 80 | 80 |140(320|250|210(125|170| 57 | 39 [202| 26 | 43 | 95 | 80 | M10 | 46,0 37,0
GLB-CA 100| 100|100 |180( 410|300 |275|165]|230| 89 | 48 | 265 30 | 55 (122|100 | M10 | 46,0 84,0

Design subject to change

Internet: www.heiss.de -

Revision A * 22.12.1999 *K.E.*\..\Zubehor_english

HEISS HYDRAULIK + PNEUMATIK GMBH - KREUZMATTENSTRASSE 9 - 79423 HEITERSHEIM - PHONE +49 (0) 76 34/51959-0 - FAX +49 (0) 76 34/519 59 - 50
E-mail: info@heiss.de



