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Hydraulic Block Cylinder HBZ 350
With aluminum housing and adjustable magnetic field sensors

Type designation:

Description: HBZ 350 - 50 / 32 / 25  -  AD1 . 003 . MS . X

Hydraulic Block Cylinder

Maximum operating pressure in „bar“

Piston diameter in „mm“

Piston rod diameter in „mm“

Cylinder stroke in „mm“

Attachment
(see „General information of HBZ350“)

Functional mode
(see „Overview Funtional Modes HBZ500“)

Position polling
With 2 magnetig field sensors.
Should a different quantity be required this
quantity to be added here

Special order index
(see overview Special Purpose Solutions)

For ordering a nondifferential cylinder “-120” needs to be added behind the designation for “Attachment ”
For example:  HBZ 350-50/32/25-AD1-120.003.MS

For ordering cylinder wear part kits please indicate the type designation and the commission
number imprinted on the cylinder.

Please consider our additional product range:

Hydraulic rotational drive HDZ  120 Hydraulic cube cylinder HWZ 400
Swing clamp cylinder SSZ 250 Hydraulic block cylinder HBZ  500
Booster cylinder (up to 5000 bar) PHU / HHU Hydraulic short stroke cylinder HKZ  500
Multiport swivel PDD / HDD Hydraulic compact cylinder HKZ  160

Standard cylinder series SZ 100, SZ 160, SZ 250, SNZ DIN24554
Optional with magnetic field sensors, inductive proximity switches, integrated displacment transducers
and valve plate connection with choice from 23 different attachments

As well as cylinder strips, hydromechanical clamping units, special purpose cylinders with piston
diameters up to 500 mm and strokes up to 8000 mm

k.ehret
Logo DQS+IQnet


